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DESCRIPTION

83 / 90 g
2.93 / 3.17 oz

FEATURESSTANDARDS

EN 566
EN 12275

1019

TECHNICAL DATAMATERIALS

Wire gates do not freeze up in 
alpine and winter conditions 
and reduce a whip-lash effect 
on the gate in the case of hitting 
a rock.

Ideal for l ightweight style , 
overhanging spor t  routes , 
winter ascents, trad or multi-
pitch sport climbing.

Anodized finishing increases 
the corrosion resistance.

Large rope-bearing surface 
reduces the wear of the rope.

KEY FEATURES

large rope-bearing surface 
reduces the wear of the rope
compact shape of the carabiners 
for comfortable handling

Wire-gate quickdraw for overhanging routes, multi-pitch sport and trad 
climbing. Designed with focus on light weight and excellent handling.
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19 mm RK001 – product code

0000RK001MMYY

0000 – unique serial number

MMYY – month and year 
  of production

Dyneema® webbing 1 1  mm 
wide and 30 or 50 cm long.

10 % stainless steel

70 % aluminum alloy
15 % Dyneema®

5 % rubber
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Longer quickdraw sling reduces 
the rope drag in the carabiners.

LONG
VISION 

19 mm8 kN25 kN 7 kN unique
number

warranty

3
YEARS

№
22 kN

Two hot  forged wire  gate 
carabiners VISION.

Lower carabiner fixed in the 
right position by a rubber fix.
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silicon
oil

MAINTENANCE

20 °C 30 °C

washing read
instructions

beware
of chemicals

WEIGHT

RELATED PRODUCTS

COLT WIRE

79 g

K6613E011

However mechanical damage can occur during the 
first use, which can limit the lifetime of this products 
only to its first use.

Lifetime of this product depends on the frequency 
and the environment (salt, sand, moisture, chemicals, 
etc.) in which is used. Without taking wear or 
mechanical damage into account and in compliance 
with the conditions specified in the instructions for 
use this product may be used 15 years from the date 
of production and 10 years from the date of the first 
use.

beware
of UV

UV

NOTES

VISION ALPINE

87 g

K6725E060
VISION QUICKDRAW

75 g

K6604E011
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